
8.1t × 2.8m

Crane Capacity

19.23m / 20.9m  with fly jib

Max. working radius

3.5t

Pick & Carry capacity

20.1m / 26.0m  with fly jib

Max. lifting height

T e l e s c o p i n g  C r a w l e r  C r a n e

Telescoping Crawler Crane
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Working Range Chart for Fly Jib (Single fall)

: Fly Jib 1

: Fly Jib 1 + 2
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unit: kg
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5.52m Boom
SH1,2,3 SHW

8.99m Boom
SH1,2,3 SHW

12.46m Boom
SH1,2,3 SHW

15.93m Boom
SH1,2,3 SHW

19.40m Boom
SH1,2,3 SHW

unit: kg
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Working 
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Rated Total Load Chart (6 falls) Rated Total Load Chart for Searcher Hook

*The Rated Total Load Chart is based on the actual working radius including boom deflection.
*The weight of hook block (standard 6, 4 & 2fall -90kg) must be included as part of the load shown in the Rated Total Load Chart.
*When using 4 falls, 2falls or single fall hooks, use the appropriate 6 fall Rated Total Load Chart above but with a maximum
  load of : 4 falls-6090kg, 2 falls-3090kg, Single fall-1520kg. 

unit: kg
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Rated Total Load Chart for Fly Jib

*The Rated Total Load Chart is based on the actual working radius including boom and jib deflection.
*The weight of the ball hook (20kg) must be included as part of the load shown in the Rated Total Load Chart.

*The Rated Total Load Chart is based on the actual working radius including boom deflection.
*The weight of the fixed hook (3kg), the ball hook (20kg) must be included as part of the load shown in the Rated Total Load Chart.

5.52m Boom
Stationary Pick & Carry

8.99m Boom
Stationary Pick & Carry

12.46m Boom 15.93m Boom 19.40m Boom
Stationary Stationary Stationary

Due to improvements, the specifications are subject to change without notice.




